Metal Swaging Machine % E R oE

Main Features 3XEE,

™ Significant material saving with minimum chips removal v IMTEES - AR
W Processes steel & non-ferrous materials with no temperature restriction v R ERE] - FERE AR IR R S A R
™ Easy replacement on spare parts v EREGE SHENEBRES

The Swaging machine is commonly used to reduce or forge round workpieces into a smaller diameter SRR — AR EA SR LAT - LIRSS B EEMRETIEE/)  YiEi e EEET)

or produce a taper for various applications. The rotary mechanism can reduce the material diameter to e s — " . e " i s
enable the tube to be fed through the die and then pulled by the drawing car. Our standard models are FEREMRZRSERBANEE  (FRIEMMTER - AR —2RN S EENERES - 3

used with four-piece dies, which are suitable for the shaping of precious metal tubes and rods. ERSESEME - S BIRET I - MEORBZ R DA . Bt BUETE R )

This machine is very easy to install and operate, and the sloping angle of swaging dies can be designed ?  DIRIBIR R R - AR EHRRSEEES - ZEBH - M

r 4

ding t t ifications. It is widel din th fact f i-finished product d S s g 2
according to customer specifications. It is widely used in the manufacture of semi-finished products an ‘. . AeTU RS TRt BERNHS -

consumer goods such as lighting parts, furniture parts, bicycle racks, hardware components, and auto-
motive parts.

"

Standard Specification and Capacity {Z% 818 R EREEH

Model 25 SMo1 SM02 SMo03 SM15 SM15AP SM30AP SMO5AP

Applicable | Non-ferrous Tube B @2~8 1:0.4~1.0 @5~25 :1.0~2.5 $10~60 1:1.0~5.0 ($15~50 1:1.0~5.0 $30~90 1:1.0~8.0 ?10~45 1:1.0~5.0
material FE8i (38/23) Rod / Bar &/ @173 ?2~5 = P3~15 = $10~35 - $15~35 — #30~75 - $10~30 -
ERAME Steel /Alloy | % Tube B P26 t:0.4~1.0 P3~15 1:1.0~2.0 $10~45 t:1.0~4.0 ?15~40 1:1.074.0 ©30~80 1:1.0~5.0 $10~38 1:1.0~4.0

(mm) # /a2t | & Rod/Bar B @24 - ?3~12 - 710~30 - ©$15~30 - $30~60 - $10~25 -
Motor 57 1HP x 4P 2HP x 4P 3HP x 4P 15HP x 6P 15HP x 6P 30HP x 6P 7.5HP x 6P + 1HP x 6P
Reduction range T #& (mm)* 0.3%1.5 tube 1~2.5 | rod 0.3-1.5 | tube3~8 | rod 1~4 tube 5~10 bar 3~5 tube 5~10 bar 3~5 tube 8¥15 bar 3~8 tube 3~8 bar 1~4
PRM $53% S0H:z 730 320 320 196 196 140 230
Size and number of dice fEERf (mm) 40L 18W 35L 20W 60L 25W 1251 60W 125L 60W 250L 80W 100L 40W
Type of dice EHEE(pcs) 2 2 4 4 4 4 4
Entry size AORS (mm) 7 8 30 65 65 105 46
Entry height /0 &(mm) 625 720 835 925 1,045 925 1,050
Dimension #E& R (Lx W x H) (mm) 500 x 450 x 715 650 x 540 x 960 900 x 700 x 1,140 1,120 x 1,150 x 1,300 3,800 x 1,150 x 1,400 4,000 x 1,100 x 1,600 3,300 x 1,450 x 2,000
Weight £& 130kg 320 kg 590 kg 1,850 kg 3,150kg 3,400kg
Automatic loading EE{EiER X X X X O] ® o
Extension model JE{#R SM15B SM15L SM15MAP

3 The above specification and dimension are subject to change without prior notice
DL ERE - RS BRBRMEMARRE - ATSTEMN -
*The range is for reference only. The reduction ratio may be varied depending on the size, composition, and tensile strength of materials.
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